
Fig. KBP16
PICV – Pressure Independent Control Valve

PN16

TECHNICAL NOTES:

• The valve needs to be installed so that the flow passes in the

proper direction through the valve.

• The valve has to be installed upright.

• The valve should be installed in a clean water system (after

flushing). In case the valve is installed during flushing or

pressure testing, the valve must be fully opened, otherwise

the diaphragm insert could get damaged.

• Install the actuator after the pipeline pressure test.

DN

(mm)

Opening (%) - Flow (m
3
/h)

30 40 50 60 70 80 90 100

32 0.76 1.00 1.26 1.63 2.05 2.65 3.46 4.17

40 1.27 1.56 1.96 2.43 2.90 3.52 4.36 5.71

50 1.87 2.02 2.24 2.56 3.11 3.79 4.96 7.53

SPECIFICATION

• Pressure Rating: PN16

• Medium temperature -10 to 120°C

• Female threaded ends connection ISO7-1

• Brass body

• Stainless steel stem

• Stainless steel test points

• PTFE Sealing ring

• EPDM Diaphragm

• Actuator details:

• Modulating : 24V DC, 0-10V DC

DIMENSIONS

NOTES:

• Accuracy ±10%

• Maximum close-off pressure: 4 bar

• Differential pressure range 35 – 400 kPa

• Leakage rate: 0.02% of maximum flow rate

DN H1 (mm) H2 (mm) L (mm) D (mm)

32 57.5 43 129 95

40 61 46 113 101

50 71.5 50.5 130 112


