
Fig. KBP25
PICV – Pressure Independent Control Valve

Supplied with Test Points

PN25

Specification

• DZR Brass body

• Pressure Rating: PN25

• Medium Temperature -20 to 120°C

• EPDM O-Ring

• EPDM Diaphragm 

• PPS Cone

• Stainless Steel metal components (internal)

• Female threaded ends connection to ISO

• DZR Brass test points

• Available with On/Off or Modulating Actuator

• Standard Actuator details:

• On/Off option with Thermal Actuator

• Modulating Option with Motoric Actuator

Notes:

• The valve needs to be installed so that the flow

passes in the proper direction through the valve.

• The valve has to be installed upright.

• The insert of the PICV should only be installed with

clean water in the system (i.e. after all the flushing).

• The diaphragm insert is sensitive and any impurities

can damage it.

• Install the actuator after the pipeline pressure test.

Technical Notes:

• Maximum close-off pressure: 8 bar (800 kPa)

• Differential pressure range: 30-800 kPa for DN15-20

35-800 kPa for DN25

• Accuracy: Greatest of either +/-10% of controlled flow rate or +/-5%

of maximum flow rate

• Shut-off Leakage: IEC 60534-4 Class IV

• Control characteristic: Valve alone is linear, however when used

with the standard modulating actuator, the combination of the valve

with modulating actuator can be set to equal percentage or kept

linear.
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15 31 116 124 81 20 Up to 1110

20 31 116 124 85 20 Up to 1110

25 31 116 124 102 20 Up to 2650

Dimensions:
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